
 

 

                              

 
                                                                                                   Varnish, Paint & Carbon Remover 

 
 
Benefits : 
 A solvent based high strength cleaner that helps adamant paint and varnish coatings. 
 Effectively loosens carbon deposits. 
 Protects equipment surfaces by reducing the need of excessive scraping. 
 Product easily removed by putty knife. . 
 Environment friendly as it does not contain any ozone depleting substance. 
 
 
Applications : 
 Removal of various types of paints, lacquers and varnishes, carbon deposits. 
 
Mehtod of Application 
 Apply the product and leave it for 10-15 minutes. 
 Clean it with cotton waste. 
 

Characteristics Test Method Unit Specifications 

Colour Visual – Colourless 

Density @ 27°C [typ.] * CTM gms/cc 1.01 
*CTM=Corporate Test Method 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
MSDS available on request. 
Due to continual upgradation of products above data is subject to change without notice 
This supersedes our previously issued data sheets.                                                                                                  [REV.2 / 01. 01. 14] 
                                                                                                                        
 
Information and data given herein is offered in good faith as accurate, but without guarantee. Conditions of use and suitability of a product for a particular use is 
beyond our control; all risks of use of the product are therefore assumed by the user and WE EXPRESSLY DISCLAIM ALL WARRANTIES OF EVERY KIND AND 
NATURE. 

 

 

Varnish Stripper 
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