
 

 

                              

 
                                                                                                     All Purpose Lubricant, Penetrant &               

                                                                                                                             Corrosion Protector  
Benefits : 
 Ceases squeaks. 
  Penetrates and lubricates squeaky accessories and online lubrication of intricate  
    components.    
 Replaces moisture and shields metals. 
 Removes moisture from metal surfaces. Cleans metal by providing micron thin protective    film to 

prevent rust and corrosion. Long term protection against salt water corrosion. 
 Releases rusty accessories. 
 Complete penetration ,loosens corroded, rusted and seized metal parts. 
 Cleans away light soils, grease and adhesives. 
 Insulation for electrical contacts and points.  Prevents moisture induced short circuits. 
  Easy to apply. 
  Spray on area and avoid wiping.  Protective film remains as solvents evaporate. 
  Eco-friendly propellant promotes clean environment. 
 
Applications : 
 Protective coating for assemblies in shipment, particularly effective on precision machined    surfaces. 
 Protective coating for stored machinery, cutting tools, engine blocks, pistons, guides, chairs, bearings, 
    wire ropes etc. 
 Final protective film for completed assemblies. 
 

Characteristics Test Method Unit Specifications 

Colour Visual – Dark Brown 

Density @ 27°C [typ.] *CTM gms/cc 0.83+0.02 

Film Type Visual – Thin Oily 

Film Thickness *CTM µ 2 – 4  

Salt Spray Corrosion Test (passes) ASTM B-117 hrs >=100 hrs 

Propellant - - Non CFC 
 
*CTM=Corporate Test Method. 
 
Packing     :  650 ml  Aerosol can with extension tube.      
Carton Size        : 10 / 25 cans per carton. 

 
 
 
 
 
 
MSDS available on request. 
Due to continual upgradation of products above data is subject to change without notice 
This supersedes our previously issued data sheets.                                                                                                   [REV.5 / 01.01.14]                   

 
Information and data given herein is offered in good faith as accurate, but without guarantee. Conditions of use and suitability of a product for a particular use is 
beyond our control; all risks of use of the product are therefore assumed by the user and WE EXPRESSLY DISCLAIM ALL WARRANTIES OF EVERY KIND AND 
NATURE. 
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