
 

 

                              

 
                                                                                                                    On Line Cleaner And Degreaser 
Benefits : 
 Effectively cleans & degreases. 
 Non-flammable and non conductive. 
 Fast Drying. 
 Leaves no residue or sticky film. 
 Safe on well bonded paints, insulation and varnishes. 
 Prevents short circuiting, leakages and corrosion. 
 Prevents fire hazards by especially by cleaning heavy duty cable and wiring systems via  
    ‘On-Line’ degreasing of oily cables up to 440 V. 
 
Applications : 
 On line cleaning and degreasing of metallic, bakelite and hard plastic electrical systems, motor casings, 

connectors, cables, bus bars. 
 

Characteristics Test Method Unit Specifications 

Color Visual – Colorless 

Density @ 27°C [typ.] *CTM gms/cc 1.40+0.05 

Flash Point ASTM D-92 °C None 

Propellant – – Co2 
 
*CTM=Corporate Test Method 
 
Caution      : May affect certain type of plastics.  Please carry out pretests before use.  
 
Packing     : 700 ml Aerosol can (with extension tube) 
Carton Size: 10/25 cans per carton 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
MSDS available on request. 
Due to continual upgradation of products above data is subject to change without notice 
This supersedes our previously issued data sheets.                                                                                                   [REV. 9 / 01.01.14] 
                               
 
Information and data given herein is offered in good faith as accurate, but without guarantee. Conditions of use and suitability of a product for a particular use is 
beyond our control; all risks of use of the product are therefore assumed by the user and WE EXPRESSLY DISCLAIM ALL WARRANTIES OF EVERY KIND AND 
NATURE. 
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